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*All contents of this document may change without prior notice, and actual product appearance may differ from
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Quick Installation Guide describes the initial installation procedure. This procedure is briefly
segmented into 3 steps.

1. Install driver (Software).
2. Install Protech DVR software.
3. Configure settings to run the Protech DVR Main Program.

For more detaledc onf i gur ati on and explanation, please
Gui deo.



1-1. 32-Bit Installation
Found New Hardware Wizard Drivers for CAP, ACAP, LIVCAP, H.264 can be installed by

Welcome to the Found New ~ - N . .
Hardware Wizard fiinstaller.exeodo, which deter mines

ok st ot b s nedsn o, won | Proper Driver. When Hardware Wizard message shows up

the Windows L pdate "Web site [with your permission)].

Hlead ourprhacs ol before the inst altdnmahublginstaliteel i ck # Ca
Enaf?w\:;iggows connect to Windaws Update ta search for dl’lvel’.

() Yes, this time only
() Yes. now and every time | connect a device

Click Mest to continue.
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Open the fDriverofolder from the CD and run finstallero .
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Installer

Start to Install Drivers

This Wizard helps vou instal a device for a DVR device. To continue, click
ext
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5 hing for Installing devices. i
This "Wizard is detecting device that will be installed. If this window have DWR devices. The driver will @
digplay an listbox.

This System have DWR Devices as below list

DWH Live Capture [Capture Section]
D%R Live Capture [Capture Section]
O%R Live Capture [Live Section)

IF ‘window have DVR Devices, Listbox will show driverlist. If window have drviers, This wizard execute Install/update

drivers
< Backg] Istalll) T el
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The following is the list of all the devices based on the model.

Model Device List
CAP series DVR Capture
LIVCAP series DVR Live Capture
ACAP series DVR ACapture Device

) Live H264 D1 Capture Device v1.1
H.264 series

Live H264 Capture Device v1.4

Click finstallo .

Complete Installation -
Installation successfuly complete. System Wwill restart

Crriver Installation have complete. Please, push 'Reboat’ button, then System will restart. During Restart, WwWindow
will update drivers
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Click fReboototo restart the system and complete the installation process.
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1-2. Windows 7 64-Bit Installation

Organize v Open Share with v New folder & v ED @ H
- Favorites | I
Bl Desktop t'| ‘L &L Q‘L ”
& Downloads Adn64 Ddn/64 Hdn64 ] Xdrv64

(.u Recent Places =

;,.garl.ibraries devcheck.e devinst.ext ins‘?a‘"‘e:}n | Installertd.e
| 5] Documents xt | xe |
.JV Music
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B videos

1% Computer
&, Local Disk (C:)
@ Local Disk (D:)

Installer6d.exe Date modified: 2010-08-19 97 10:19  Date created: 2010-09-27 2= 517
Application Size: 2.26 MB

Open the Driverofolder fromtheCDand run #Alnstaller64. exeo

Start to Install Drivers

This Wizard helps you instal a device for a DVR device. To continue, click.
Next

Cancel

D —4

Click Nexta

Installer

This Wizard is detecting device that will be installed. If this window have DVR devices, The driver will
display on listbox.

No. | Device Name | Status
1 Live H264 Capture Device 64Bit v1.0 Not Installed

| Window have DR Devices, Listbox will show driverlist. If window have drviers, This wizard execute Install/update

drivers.

%

Click finstalla
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The following is the list of all the devices based on the model.

Model Device List
ACAP Series DVR ACapture Device 64Bit

Live H.264 D1 Capture Device 64Bit
Live H264 Capture Device 64Bit
CAP, and LIVCAP Series are not supported in Windows 7 64-bit..

H.264 Series

Complete Installation

Installation successfuly complete. System Will restart

Driver Installation have complete. Please, push 'Reboot’ button and then System will restart.

C | i Rebootito restart the system and complete the installation process.
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DiViS DVR Setup

Choose Setup Language
Select the language for the installation from the choices below.

Run fiSetup. exeo.

G (Choose the language for the software to be installed.)
French (Canadian]

French (Standard)

German

ey .

Pokeh Click.ANexto

Portuguese (Brazilian)
Portuguese (Standard)
Russian

Spanish

New> |  Corcel |

-4, CHANCE-i €O., LTD.
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DiViS DVR

The InstallShield® Wizard will install DIVS DVR on your
inue, click Next,

Choose the proper media format (NTSC or PAL) and conti nt
The last letter of version indicates the type of board.
i.e) CAPT C,LIVCAPT L,ACAPT A,HED11 DH, H.264 7 H

] Register Admin User & Setup Option

j;:rRNAME || "] A USER NewtevlEsername for Top Admin.
A P AS S WGERdDpassword for Top Admin.
PASSWORD - | CANGEL P P

A Conf i rConfir® tht\password.

Confirm FPhw |

Note: Once the Top Admin user created, it cannot be modified from User Admin Setup. To change user name or
password for Top Admin user, please refer to Appendix 1.DVR Managementon | nstall ati on and Us

Once the installation is complete, restart the system to allow the settings to take effect.
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Run Protech DVR Setting.

DVR CONFIGURATION

Image Database Tool

Disk Information Limit of saving-days

Total volurre 500 Curtertvolura 5 B Uintofseving-days [ ] pay

Volume Information

Totw! 999 Maxvolume 6%
Used disk. 40347 Used volume 500
Usabla disk 9852 Add vokime : Asd__|

C drive

Harddive | Usedfotelspace | Usedrate(s) | Maxvolume | Usedvowme | Volumesize  |[[o
o3} 40,347/49,999 80 636 500 0 ®
E\ 96/426,930 0 6523 0 0
ral 132,009/160,775 82 439 0 0

Cl i c k i D opda the Imagk Database Tool settings.

Highlight the desired Hard Disk Drive (HDD) from the HDD list on the bottom half of the screen and enter in a

number of volumes to assign from the HDD to Protech DVR systeminthefi Ad d V oséctiomamd c | i.ock A Ad
After making sure the correct number of desired volumes appears under the fiVolume Sizeocolumn of the HDD

list,c |l i clat @ CNetb finaliz dhe allocation process.

Note: Leave at least 5 to 10 volumes from the maximum volume allowed (shown in Max Volume column).

What is a Volume? Volume is the unit used by the Protech DB system. 1 volume is equivalent to 64MB of
physical HD space. All image data is recorded in volume units. When assigned Volumes are full, the program
will continue recording by overwriting volumes that contain the oldest previously recorded data. It is
recommended that important data be backed up prior to the start of the overwriting process.

IS Eptech®




3-2. System Setup

Alnitial screen: Number of camera shots that will be displayed when Protech DVR Main is loaded

AAuto Startup: Enable automatic startup of Protech DVR Main Program upon system start.

3-3. Camera Setup

3-4. Run Protech DVR Program

AEnable Camera: Enable/disable camera. (Camera

channel 1 is always enabled.)

Click on ADVR Mai no \Wscsorgen.
Ref er to the I nstall ati on

configuration of Protech DVR program.
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